LG132643-DW

132 x 64 dots + white led backlight, SPI, 3.3V
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LED BACKLIGHT: 6 LEDS
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WIRING PATTERN

ABSOLUTE MAXIMUM RATINGS

MECHANICAL DATA

Item Symbol Min Max. Unit Item Nominal Dimensions Unit
Supply Voltage(Logic) VoD - Vss -0.3 3.6 Y Module Size (WxHxT) [79.3x47.8x15.15 mm
Supply Voltage(LCD) VO0-XV0 -0.3 16.0 \Y Viewing Area (W x H) 72.0x 36.5 mm
Input Voltage Vi -0.3 Vob+ 0.3 vV Dot Pitch (W x H ) 0.52 x 0.52 mm
Operating Temp. Topr -20 70 °C Dot Size (W xH) 0.50 x 0.50 mm
Storage Temp. Tstg -30 80 °C Weight Approx. 28 g

ELECTRICAL CHARACTERISTICS (Vw=3Vto 3.3V) PIN CONNECTIONS

Item Symbol Coﬁfjisttion Min. | Typ. | Max.| Unit | | Pin | Symbol| Level Function
Input High Voltage ViH -- 0.7Vop| - Vbp \% 1 A 3.1V | LED backlight anode
Input Low Voltage ViL - 0 - |0.3Vbp| V 2 K ov LED backlight cathode
Supply Current Iop Vop = 3.3V -- 04 0.8 | mA 3 CSB L Chip selection signal. Active "L".
LCD Driving Voltage | V0-XV0 Ta=25°C - 12.0 - Vv 4 RSTB L Reset signal. Active "L".

IR
BLOCK DIAGRAM —
6 SCL H/L | Serial colck input
7 SDA H/L | Serial data input
csB 8 | Vop |3to3.3V| Power supply for logic
RSTB COM63 C63 9 Vi 0V | GND
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AO \ ' VO _ LCD driving voltage.

A ' ' 132x 64 DOTS 10

COMO co Connect a 1uF/25V capacitor
scL 11 | XVO -~ | between VO and XV0.
LCD SO ------- S131
SDA ool LCD driving voltage.
VoD ontrofter 12 VG -- Connect a 1uF/25V capacitor
ST7567
v between VG and Vss.
ss

VO SEGIO

VO | sec1st

VG LED BACKLIGHT SPECIFICATIONS (Ta=25°C)

ltem Symbol Typ. Max. Unit
A ] Forward Voltage \%i 3.1 3.2 \
K —.| LED Backlight Forward Current I 60 - mA

LED Color

White




